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CAPACITY

HALL LAYOUT

Option 1 Option 2

HALL LENGTH (m) WIDTH (m) HEIGHT (m) GROSS AREA (m2)

Full Hall 59 131 12.60 7,703

Sheikh Rashid A 34 20 12.60 711

Sheikh Rashid B 24 20 12.60 503

Sheikh Rashid C 24 20 12.60 495

Sheikh Rashid D 34 20 12.60 700

Sheikh Rashid E 59 45 12.60 2,647

Sheikh Rashid F 59 45 12.60 2,647

Sheikh Rashid A + B 59 20 12.60 1,215

Sheikh Rashid C + D 59 20 12.60 1,195

Sheikh Rashid E + F 59 90 12.60 5,293

Sheikh Rashid Drum 59 80 12.60 3,863

SHEIKH 
 RASHID HALL

This elegantly engineered column-free space invites everything from plenary sessions and concerts to sporting events 
and theatrical productions. Configured as an auditorium, the 7,700 m2 hall provides 2,500 retractable tiered seats, a 
further 2,000 seats on the flat, 4 interpretation booths, 2 green rooms and 3 backstage offices. Flexibility is offered by 
soundproof walls that divide the hall’s 12 metres height into six large meeting rooms.

Drum
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ADDITIONAL FEATURES TECHNICAL DETAILS

Our in-house teams bring your event to life with dynamic stage design, lighting and other technology - backed by a strong 
foundation of utilities and facilities management, security and stewarding and other services. In addition, our renowned 
hospitality team can cater to any need, from a tasty business lunch to a full state banquet.

• Multi-purpose hall
•  Retractable tiered seating for 4,500 

attendees creating the largest indoor 
auditorium

•  Four built-in registration counters 
with network points and multi-power 
sockets

• Ceiling height: 12.60 m
• Two goods entrances
• Backstage: Green Rooms
•  Service pits on the floor for power 

and cabling 
 Direct access to an exclusive VIP 
area for private lunches, dinners and 
cocktail receptions

• Four built-in translation booths
• Ample rigging points
• Dimmable lights
• Computerised air conditioning system
• Ample power supply
• Flexible production set-up 

Two organiser offices
•  Up to six inter-connecting soundproof 

sections
• Possibility to place doors in different 

locations to change configurations and 
facilitate access from one section of 
the hall to the other

Maximum Power Available 
119 x 30 amps, 3 phase in 
floor pits 400 + 800 + 400 + 
400 amps

Rigging Capacity 
500 kg x 5 m span

Maximum Floor Load 
1,500 kg/m²

LUX Level 
150

ACCESS

SERVICES

Direct access from Concourse 2 through the Exhibition and Convention Gates as well as the multi-storey car park.

SPEAK TO US
To find out more, visit www.dwtc.com or contact us directly:

Email: info@dwtc.com
Tel: 800DWTC(3982)

SHEIKH RASHID HALL
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